
 

Version Number:  Approved by:  Name: Sutharsan Nadarajah 

2  Position:  Quality & Regulatory Manager 

 Date:   11/05/2018 

 
The information contained herein as of the issue date, is believed to be true and correct.  However, the accuracy or completeness of 
this information and any recommendations or suggestions are made without warranty or guarantee.  Zymus gives no warranty as to the 
information above and any implied or statutory warranties are hereby expressly excluded to the maximum extent permitted by law.  In 
providing the information, Zymus gives no right to use any patents or trademarks which may exist to protect the information. 

Page 1 of 1 

 

 

MagiZyme
®
PUL-L-2000 

 

 
Product Information 
 

 Description 
 

MagiZyme® PUL-L-2000 is a low pH, 

Thermostable debranching enzyme derived from 
fermentation by Bacillus licheniformis (non GM 
strain). 
 
This enzyme is permitted for general use as a 
processing aid under FSANZ Standard 1.3.3 E.C. 
3.4.21.14. 

 

 Typical Characteristics 
 

Activity: Pullulanase >2000u/g 
Appearance: Brown liquid 
Grade: Food Grade 
pH: 4.0-4.5 

 
 

 Operating Conditions 

 
Effect of pH:  

MagiZyme® PUL-L-2000 pH range is between pH 
4.0-7.0 and the optimum pH is 4.0-4.8. 
 
The exact pH optimum will depend on process 
variables, including temperature, time, and 
substrate concentration. 
 
Effect of Temperature:  

MagiZyme® PUL-L-2000 works between 40-70°C, 
with an optimum performance at 55°C. 
 

 Microbiological Specifications 

 
Total Plate Count ≤ 50,000 cfu /ml 
Coliforms <30   cfu/g 
E Coli. Absent / 25ml 
Salmonella Absent / 25ml 
  

 Heavy Metal Specifications 

 
Lead ≤ 2.0mg/kg 
Arsenic ≤ 2.0mg/kg 
 
 
 

 Packaging 
 
MagiZyme® PUL-L-2000 is available in   25 Kg 

Pails. 

 
 
 
 

 Storage and Stability 
 
For optimum stability MagiZyme® PUL-L-2000 

should be stored humidity protected at less than 
60% RH and at a chilled temperature. 
 
 

 Safety and Enzyme Handling 
 
Inhalation of enzyme dust and mists should be 
avoided.  In case of contact with the skin or eyes, 
promptly rinse with water for at least 15 minutes. 
 
For detailed handling information, please refer to 
the Material Safety Data Sheet. 
 

 Technical Services 
 
Zymus welcomes the opportunity to work with 
customers offering technical services with the use 
of our products in application development and 
optimisation. 
 
 
 

New Zealand Office 
ZYMUS International Limited 
626 Rosebank Road, Avondale,  
Auckland 1026 
 
Telephone:   +64 9 820 0075 
Facsimile:   +64 9 820 0091 
E-mail:   info@zymus.net 
Website: www.zymus.net 
 
Australian Office 
ZYMUS Australia PTY Ltd 
214/55 Miller Street, 
Pyrmont, Sydney, 
NSW 2009 
 
Telephone: +61 2 9091 0125 
Toll Free: +61 1800 009 627 
Email:  info@zymus.net 
Website: www.zymus.com.au 
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